
NOTE: All speakers on the page can be treated for water resistance for an additional charge. 
*MMATS Professional Audio strives to utilize as many USA made parts in our products as possible. Due to the poor economic

conditions of our US electronic component manufacturers, we are forced to source some components from overseas suppliers.

• 6 x 150 Watts RMS @ 4 ohms (Stereo)
• 4 x 150 Watts RMS @ 4 ohms(Stereo)
• +1x1000 Watts RMS @ 1 ohm (Mono)
• Channels 5/6 mono 1x1000 Watts RMS @ 1ohm
• 9.5" W x 10" L x 2.25" T
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• 4 x 110 Watts RMS @ 4 ohms (Stereo)
• 4 x 160 Watss RMS @ 2 ohms (Stereo)
• 2 x 340 Watts RMS (Bridged)
• Size, 8”L x 4.25”W x 1.6”T
• Water resistant, Acrylic sealed PCB.
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• Freq: 200Hz to 8Khz
• Power: 180Wrms-360W Program
• Eff: 102dB @ 1W / 1 meter
• Depth: 2” • Imp: 4 ohms                  
• Full NEO ring magnet
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• Freq: 120Hz to 6Khz
• Power: 75Wrms-150W Program
• Imp: 4 or 8 ohms
• Eff: 96dB @ 1 watt
• 30oz Y-30 magnet
• Depth: 2.5”
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• Freq. Resp. 100Hz - 4.5Khz
• Power: 75 Wrms-150 W Program
• Imp: 4 or 8 ohms
• Eff: 91 dB @ 1 watt
• 30oz. Y-30 magnet
• Depth: 3.25” 
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• Freq. Resp. 80-5000Hz +- 3dB
• Power: 100 Wrms-150 W Program
• Eff: 93 dB @ 1 watt/1 meter
• 30oz. Y-30 magnet
• Depth: 3.25” 
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• Freq. Resp. 120Hz-20Khz
• Power: 100 Wrms-150 W Program
• Imp: 4 or 8 ohm 
• Eff: 95db @ 1W – 1 meter
• 30 oz. Y-30 ferrite Magnet  
• Depth: 2.5” 
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• Freq. Resp. 90Hz-20Khz
• Power: 100 Wrms-150 W Program
• Eff: 96 db @ 1W – 1 meter
• 30 oz. Y-30 ferrite magnet
• Depth: 2.5” 
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• Freq. Resp. 80-20Khz +- 3dB
• Power: 100 Wrms-150 W Program
• Imp: 4 ohms only
• Eff: 96 dB Efficiency @ 1 watt/1 meter
• 30 oz. Y-30 ferrite magnet
• Depth: 3.25” 
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• Freq. Resp. 38Hz to 6Khz
• Power: 300 Wrms-600 W Program
• Imp: 4 Ohms 
• Eff: 95.4 Db efficiency
• 40 ounce Y-30 ferrite magnet
• Depth: 4.25”
• Harley bag woofer • Harley bag woofer 
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BAGGER AUDIO SPECIALISTS



= Proudly manufactured in our Jupiter, Florida factory since 1993! Truly, Made in America
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• 6 x 150 Watts RMS @ 4 ohms (Stereo)
• 4 x 150 Watts RMS  @ 4 ohms(Stereo)
• +1x1000 Watts RMS @ 1 ohm (Mono)
• HIFI 4250, 4x250 @ 4 ohms or
   2x800 4 ohms mono.
• 9.5” x 2.25” x 10” 

• RMS power from 600 to 3000 watts
• 3 and 4 ounce heavy copper PCB
• P-material ferrite cores
• 3X the capacitance of other brands 
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• 4 X 120 Watts Max @ 4 ohms
• 4 X 200 Watts Max @ 2 ohms
• 2 X 400 Watts Max @ 4 ohms mono
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• 2000 Watts RMS, 
• 3" Flat Aluminum VC, 
• 260 Oz. Y30 motor 
• 10”,12”,15” and 18” sizes
• Larger ported enclosure
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• 1000 Watts RMS
• 3” Copper/Alum. VC
• 140oz. Y30 Motor
• 10”,12” and 15” sizes
• Ported or Bandpass
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• 700 Watts RMS
• 3” Alum/Kapton VC
• 140oz Y30 Motor
• 10”,12” and 15” sizes
• Ported or Bandpass
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• 500 Watts RMS
• 2.5” Copper/Kapton VC
• 100oz Y30 Motor
• Designed for SQ, 22Hz FS
• 10” and 12” sizes
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• 300 Watts RMS 
• 2” Copper/Kapton VC
• 70oz Y30 Motor
• 10” and 12” sizes
• Excellent Bagger woofer
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• 300 Watts RMS 
• 2” Copper/Kapton VC
• 80oz Double Stack Motor
• 10” and 12” sizes
• High Excursion, 1.1” Xmax
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• 300 Watts RMS 
• 2” Copper/Alum VC
• 60oz Y30 Motor
• 10” size only
• Sealed or Ported

• 300 Watts RMS
• 2” Copper/Kapton VC
• 80oz Double Stack Motor
• Designed for SQ, 24Hz FS
• 10” and 12” sizes
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CAR AUDIO SPECIALISTS

SUBWOOFERS

AMPLIFIERS


